
 WARNING  
 

 

SKIN INJECTION HAZARD 
High pressure fluid from gun, hose leaks or ruptured components will pierce skin. 
This may look like just a cut, but it is a serious injury that can cause amputation. 

 

Seek immediate surgical treatment! 
 

- Do not point gun at anyone or any part of the body.  
- Do not put your hand over the spray tip. 
- Do not stop or deflect leaks with your hand, body, glove or rag.  
- Do not spray without tip guard and trigger guard installed. 
 
- Do engage trigger lock when not spraying. 
- Do follow pressure relief procedure for the spray when you stop spraying. 
- Do follow pressure relief procedure for the spray before cleaning/checking equipment. 
 
 

EQUIPMENT MISUSE  HAZARD 
Misuse can cause death or serious injury. 
 
- Do not exceed the maximum working pressure or temperature rating of the lowest rated system    
  component. See the technical data in all equipment manuals. 
- Do not alter or modify equipment. 
- Do not kink or over bend hoses or use hoses to pull equipment.   
- Do not operate equipment when fatigued or under the influence of drugs or alcohol. 
 
- Do use fluids and solvents that are compatible with your equipment wetted parts. See technical data in   
  all equipment manuals. Read fluid and solvent manufacturer's warnings. For complete information about  
  your material, request MSDS from your distributor or retailer. 
- Do check your equipment daily.  
- Do repair /replace worn or damaged parts immediately with genuine TriTech replacement parts.  
- Do use equipment only for its intended purpose. Call TriTech for more information. 
- Do route hoses and cables away from traffic areas, sharp edges, moving parts and hot surfaces. 
- Do keep children and animals away from work area. 
- Do comply with all applicable safety regulations. 

     
 
FIRE AND  EXPLOSION HAZARD 
Flammable fumes, such as solvents and paint fumes in work area can ignite or explode.  
 
To help prevent fire and explosion : 

- Use equipment only in well ventilated area. 
- Eliminate all ignition sources; such as pilot lights, cigarettes, portable electric lamps, and plastic drop 
  clothes (potential static arc.). 
- Keep work area free of debris, including solvent, rags and gasoline. 
- Sprayers generate sparks. When flammable liquid is used in or near sprayer or for flushing or cleaning,   
   keep sprayer at least 20 feet (6m) away from explosive vapors. 
- Do not plug or unplug power cords or turn lights on or off when flammable fumes are present. 

    - Ground equipment and conductive objects in work area. 
- If there is static sparking or you feel a shock, stop operating immediately.  Do not use equipment until  
  you identify and correct the problem. 

    - Keep a fire extinguisher in the work area. 
 

PRESSURIZED ALUMINUM  PARTS HAZARD 
    Do not use 1,1,1-trichloroethane, methylene chloride, other halogenated hydrocarbon solvents or fluids   
    containing such solvents in this equipment.  
    Such use could result in a serious chemical reaction, with the possibility of explosion which could cause  
    death, serious injury and/or substantial property damage. 



OPERATION PROCEDURE 
 
PREPARATION 
1. Read warnings on reverse of this sheet.  
    Read all safety instructions in the 
    attached Instruction Manual. 
2. Check connection of the paint hose, 
    suction hose, return hose and airless gun 
    to ensure they are secure. 
3. Check the oil level. 
4. Check that unit is switched OFF before 
    connecting to 240V power.  
5. If using an extension lead, it must be  
    heavy duty and must not exceed 
    15 metres in length. 
 

WARNING: ALL POWER SUPPLIES  
AND CORDS MUST BE EARTHED. 

 
START 
1. Insert the spray tip. 
2. Gently open the prime valve by turning the    
    relief knob anti-clockwise to its limit. 
3. Gently turn pressure regulating knob anti- 
    clockwise to its limit. 
4. Insert suction and return hose into the  
    container of paint to be sprayed. 
5. Switch on motor. 
6. Slowly turn pressure regulating knob clockwise until paint flows from the return hose to prime the machine. 
7. When material is being returned to the container via the return hose the pump is primed.  
     (bubbles will stop appearing in the container) 
8. Slowly close the prime valve by turning the relief knob clockwise to its limit. Wait for the hose to fill with   
    material and the pressure gauge is indicating approximately 3000psi.  
9. Adjust pressure to suit paint and conditions. 
 
CLEAN UP - The sprayer must be cleaned at the end of each use. 
 > For water-based paints, use water as a cleaning material  
 > For oil-based paint, use solvent recommended by the paint manufacturer as a cleaning material  
 > Do not flush with turpentine (this leaves gum deposits) 
 

1. Shut the sprayer OFF. 
2.  Relieve the pressure by opening the prime valve (slowly turn the relief knob anti-clockwise). 
3.  Engage the trigger safety lock on the gun assembly. 
4.  Remove spray tip and soak in cleaning material. 
5.  Place suction hose in a container of cleaning material.  
6.  Place the return hose in a second container. 
7.  Turn the sprayer ON and increase the pressure by turning pressure control knob clockwise until solvent   
     or water flows from the return hose. Continue for 3-4 minutes or until the solvent water is clear.  
8.  Close the prime valve by slowly turning the relief knob clockwise. 
9.  At low pressure, trigger the gun into the paint can until water or solvent appears.  
     (this will empty the paint hose of paint) 
10. Trigger the gun into the container of cleaning material. Continue for 3-4 minutes or until the water or  
    solvent is also clear. (This will clean the hose ready for shut down or colour change) 

 

WARNING - HOLD THE GUN FIRMLY AGAINST THE METAL CONTAINER  
TO PREVENT STATIC SPARK.  

 

11 .You may speed up the cleanup process by increasing the pressure. Hold the nozzle of the gun under  
      the water or solvent to avoid splashing. 
12. Shut the sprayer OFF & unplug. Trigger the gun to relieve pressure. Set the safety lock on the gun. 
 

NOTE: For change of colours follow CLEAN UP steps 1-11 then follow START steps 1-9. 
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Spray Technique 
 Hold the gun approximately 30cm - 40cm away from the surface to be sprayed. 
 Hold the spray gun perpendicular to the surface and always at the same distance. 
 Move the gun parallel to the work and at a right angle to the surface.  
 Move the gun across the surface at a steady rate in order to apply a full wet coat with each pass.  The wet coat 

should be just under the thickness at which a sag or run would occur. 
 Overalp passes 30% - 50% for a uniform thickness.  Always lap the same distance. 
 Trigger the gun while off the painting surface and after gun movement has started. 
 Release the trigger when off the painting surface and before gun movement stops. 
 Spray with straight uniform passes from left to right and then right to left. 

 
NOTE:  The closer that the gun is held to the painting surface, the thicker the paint is deposited  

and the faster that the gun must be moved to prevent sags and runs.   
Holding the gun too far from the painting surface will cause excessive fog and overspray. 

 


